
POWER RESPONSE �SERIES B

PR10M

The PR10M is a 10” two-way stage monitor, ideal for vocals or other applications that require a small footprint. 

Like all Power Response series products the PR10M features solid plywood construction, handles, corners, and 

carpeted fi nish for durability against the perils of mobile use. Backed by PAS’ Five Year Warranty, the PR10M is 

guaranteed to provide quality sound reinforcement monitoring for small clubs, houses of worship, or anywhere a 

small monitor is needed.

PR10M Features:

• 3/4” Multi-ply Construction

• Multi-weave Carpet fi nish

• Powder Coated Steel Grille

• HF Protection

• Field Replaceable Diaphragm

• Dual 1/4” Phono Input Connectors

• Handles & Corners

• 5 Year Limited Warranty

PR10M Specifi cations:

• Frequency Response: 70 to 20 kHz

• Continuous Program: 300 watts

• Nominal Impedance: 8 ohms

• Sensitivity (1w/1m): 98 dB

• Maximum Peak SPL: 126 dB @ 1 meter 

• Nominal Coverage Angles: 60� H x 60� V, above 3 kHz

• Crossover frequency: 3 kHz

• Dimensions: 14 �” H x 19 �” W x 12 �” D

• Net Weight: 32 lbs
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